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Construction
1 	Conductor 	 Solid Bare Copper	
	 Diameter 	 AWG 24

2 	Insulation Color Code	 Solid PE
	 Pair 1 	 White/Orange
	 Pair 2 	 White/Blue
	 Pair 3 	 White/Brown
	 Pair 4 	 White/Green
	 Stranding	 Cores are twisted in pairs

3 	Sheath	 LSZH Thermoplastic compound
	 Diameter (mm) 	 Nom. 6,20 mm (Tol. 10%) 

	 EN 50290-2
	 Color 	 Black

Marking
B-CABLES  NBN 713-020 RF60MIN-FR2 4 PAIRS AWG 
24 U/UTP CAT 5E 200 MHZ - 100 OHM - ISO 11801/TIA-EIA  
568-B.2 CE LSZH F2 SA SD 001M 

100Ω U/UTP 4 PAIRS 200 MHZ

Electrical characteristics
Conductor Diameter� 24 AWG
Max. Conductor DC resistance	�  Max. 9,8 Ω (100m)
Operating Voltage	�  125 V
Test Voltage	�  1200 Vdc
Insulation Resistance	�  ≥5000 MΩ*km
Velocity of Propagation	�  67-69%
Delay Skew	�  Max. 45 nS/100 m
Impedance	�  1-100 MHz - 100  15 Ω 
Mutual Capacitance	�  50  2 nF/km
Capacity Unbalance	�  2%

Frequency
(MHz)

Attenuation
(dB/100m)

NEXT
(dB)

Return Loss
(dB/100m)

1 2.09 70 21
4 4.08 62 29
10 6.48 55 30
16 8.26 55 30

31.2 11.73 48 29
62.5 17.0 48 27
100 21.98 40 27

Standards
ISO/IEC 11801-1:2017 (Ed. 1.0) / ISO/IEC 11801-2:2017 (Ed. 1.0)
IEC 61156-5:2012 (Ed. 2.1)
EN 50173-1:2011 / EN 50173-2:2007 including amendment Al:2010
EN 50288-11-1:2012
ANSI/TIA-568-C.2:2009
NBN 713-020
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Remark :
These cables are not suitable for continuous and guaranteed CAT5 data-transmission installations.
These cables are more suitable for security-installations.


